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Toolkit Tool Drive size Torque (Nm) Speed Weight Noise level Dimensions (mm)

Number Model Inches Min Max RPM Kg dB A B C D

25091 B-RAD SELECT BL 275 ¾” or ½” 60 275 45 3,2 65 220 63 68 262
28264 B-RAD SELECT BL 700 ¾” 175 700 21 3,5 65 231 63 67 262
28266 B-RAD SELECT BL 1400 ¾” 300 1.400 10 3,5 65 231 69 67 262
28267 B-RAD SELECT BL 1400-2 ¾” 300 1.400 71 4,3 65 279 63 67 262
28268 B-RAD SELECT BL 2000 1" 400 2.000 6 4,0 65 244 69 69 262
28269 B-RAD SELECT BL 2000-2 1" 400 2.000 19 4,9 65 298 69 69 262
28270 B-RAD SELECT BL 4000 1” 800 4.000 3 6,0 65 285 81 81 266
28271 B-RAD SELECT BL 4000-2 1” 800 4.000 19 6,7 65 337 81 81 266
28272 B-RAD SELECT BL 7000 1,5” 1.400 7.000 2 8,8 65 295 95 95 272

 

60 - 7.000 Nm

B-RAD SELECT BRUSHLESS SERIES
B-RAD SELECT Brushless series torque wrenches offer high output, adjustability, and reliability.

Up to 7.000 Nm
The B-RAD SELECT Brushless is now even more powerful, faster and lighter.

Cordless torque!
The B-RAD SELECT Brushless is especially suitable for installation and service jobs where electricity or 
compressed air are not available. Besides this, the B-RAD SELECT Brushless is also an ideal tool for valve 
actuation, load strapping and for driving spindles. The number of cycles per battery depends on stud 
length, lubrication and temperature.

•	 Brushless motor.
•	 Automatic reaction arm release.
•	 Available in single and automatic
	 2-speed gearbox.
•	 Latest Lithium-ion 18V/5.2Ah
	 battery technology.
•	 Repeatability 4%.

All B-RAD tools include:
•	 Reaction arm and retaining ring.
•	 Two 18V / 5.2 Ah Lithium-ion 
	 batteries with fast charger.
•	 Calibration certificate.
•	 Weatherproof storage case.
•	 Safety instruction on USB drive.
•	 User manual.

Battery

B-RAD SELECT video

https://youtu.be/sJVtccZE0vg
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60 - 7.000 Nm

Controls
•	 Large buttons for easy
	 menu navigation. 
•	 Clear Nm or Ft.Lbs indication.
•	 Bright display with clear 
	 torque setting.
•	 Low battery warning 
	 indication.

Motor
•	 Brushless – less weak and tear.
•	 Very low noise level – 65dB.
•	 Automatic reaction arm release.

Gearbox 
•	 Shorter and lower weight.
•	 Up to 7.000 Nm capacity.
•	 Special alloy cast reaction 
	 arm, lighter and stronger.

Battery
The new SELECT brushless has beter battery 
endurance and energy saving. The new brushless 
model nearly doubles the number of bolt cycles  as 
compared to the previous SELECT model with the 
same 18v 5.2Ah battery.

Introducing 

THE B-RAD SELECT BRUSHLESS!
What has changed?
The new B-RAD SELECT brushless sets the industry standard for high torque battery wrenches. RAD, the inventor of the battery torque wrench, 
has raised the bar again with unmatched performance in terms of weight, speed, power and ergonomics.  

Drop prevention bracket 8.0Ah Li-Ion High capacity 
battery  

Adjustable handle for easy 
handling

Double trigger control for 
added safety

Optional accessories

Battery

https://youtu.be/sJVtccZE0vg

