
WhyChooseMactechEurope? ClamshellLathes

Mactech’sClamshell lathes are portable pipe
cuttingmachines for situ precision cutting and
bevelingof allpipesizes,schedulesandmaterials.

Our linecoversa wide rangeof pipesizes from2”
to 90”ODandaredesignedso thatminimal radial
andaxial clearance is required for easy installation
on in-lineclosedlooppipe.

Applications include:
• Offshore decommissioning

• Subsea cu�ng

• Topside cu�ng

• Bridge piling removal

• Wellhead removal

• Large diameter severing

• Slot recovery

• Marine construc�on

• MactechEurope,a companywith over20yearsexperienceof
providingin-situmachiningsupportservicesonsiteareuniquely
positioned to completedifficult projects in the most demanding
environments

• Mactech Europehave the necessary technically qualified
manpowerreadilyavailablewith extensiveequipmentresources
to providea quality, cost effective range of in-situservices that
achievedesiredresultswithinacceptablyshort time frames.

• MactechEuropeis able toprovideawide rangeofOn-Site
MachiningServicesboth in theUKand Internationally.

• Mactechmakesa total and commitment to safeworking
practices,both inequipmentdesignandservicesperformed

• Focusonproducingthebestcut timesandon-siteservice
support inEurope

• Broadanddeeprangeofmachines,equipmentandassetson-
site

• Designandengineercustomtoolbits forspecificapplications

• MactechEurope’smulti-skilledmachiningandboltingtechnicians
specialise in delivering the highest quality of site machining
services in themost extreme locations.From standard
applicationsto ropeaccess,hazardousarea,subseaor restricted
access applications,Mactech Europecan develop a solution to
meetourclient’srequirements.



MactechEurope’s split framedesignenableseasy
setupon in-line piping, elbows, tees, valves,
nozzles and flanges, whichmeanseaseof set-up
savingtimeandmoney.

All the cold pipe cutting and bevelling machines are
designed so that minimal radial and axial clearance
is required for easy installation on in-line closed loop
pipe.

Therangeof ClamshellLathesareavailable to Buy
orRent

Features Include:

• Sever or simultaneous Sever / Bevel saving time and money
• Enables cold cutting in hazardous environments
• Exceptionally rigid split frame for precise in-situ machining
and repeatability
• Tool holder accepts standard tool bits
• Lightweight and designed for handling in tight workspaces
• Air caddy (air filter & Oiler) included with air drive machines
• Custom set-up and drives for your specific application
•

ClamshellLathescomedeliveredwith the following:
• In-line air, right angle air or hydraulic drive

• Air caddy with in-line lubricator and filter (with air drive)

• Complete set of Tool Blocks &Slides

• Locator pad set to cover entire range

• All required hand tools

• Gang box for machine storage

• Operating manual with parts list

Mactechmodelsavailable for rent, purchase
andon-site service:

LCClamshell2 inchto16 inchdiameter

USSClamshell16 inchto36 inchdiameter

WD Clamshell 31 inch to 60inchdiameter

OSDClamshell70 inchto110inchdiameter

ForSALE,RENTor ON-SITE SERVICE

Get an instant rental quote here!

https://mactechhire.com/


Model DiameterRange

802 LC 10.0 - 16.4 inches | 254 - 417mm

804 LC 14.0 - 20.4 inches | 356 - 518mm

806 LC 18.0 - 24.4 inches | 457 - 620mm

808 LC 22.0 - 28.4 inches | 559 - 712mm

810 LC 24.0 - 30.4 inches | 610 - 836mm

812 LC 26.0 - 31.9 inches | 660 - 836mm

814 LC 30.0 - 36.9 inches | 726 -937mm

816 LC 10.0 - 16.4 inches | 254 - 417mm

LCClamshell Lathe

LCClamshellPipeCuttingToolTheLC(LowClearance)seriesis
designedto fit into tightworkingareasaswellasminimisemachine
weight.

Theseclamshellsare lightweight,but retainrigidityduringoperation.



Model DiameterRange

816USS 10.0 - 16.4 inches | 254 - 417mm

820USS 14.0 - 20.4 inches | 356 - 518mm

824USS 18.0 - 24.4 inches | 457 - 620mm

828USS 22.0 - 28.4 inches | 559 - 712mm

830USS 24.0 - 30.4 inches | 610 - 836mm

832USS 26.0 - 31.9 inches | 660 - 836mm

836USS 30.0 - 36.9 inches | 726 -937mm

USSClamshellLathes
TheUSSseriescombines the lowclearanceof the LC,
while providingadditional thicknessandstrength.

The USS clamshells offer heavy-duty construction for
even greater rigidity during operation. Larger diameter
clamshells mustbe rigid tomaintaina consistent and
accuratemachining process.

USSclamshell seriesmachines from16 inch to 36
inch diameter.

Features:

• Sever or simultaneous Sever / Bevel

• Cold Cutting in hazardous environments.

• Exceptionally rigid, split-frame for precise on-site machining.

• Tool Holder accepts standard 3/4" or 1" (19.05 - 25.4mm) tool bits.

• Lightweight, low clearance design for easy handling in tight workspaces.

• Air Caddy (air filter & oiler) included with air drive systems

• Customer setups and drives available for your application.

MactechEurope830USSClamshell



WDClamshellLathes
WDseriesClamshells:- 3 sizes:-TypeWD43,WD48andWD60

TheWD (Worm Drive) Clamshell’s gear system provides
the necessary power to cut extra heavy wall pipe and
operateon pipesgreater than40”.

Mactech’s largediameterclamshellsareexceptionalOD
mount facing tools for heatexchange resurfacing.

• Sever or simultaneous Sever / Bevel 31 to 60 inch
diameter

• Cold cutting in hazardous environments
• Exceptionally rigid, split frame for precise on-site
machining

• Lightweight, low clearance design for easy handling in
tight working spaces

• Tool holder accepts standard 3/4'' or 1'' (19.05 -
25.4mm) square tool bits

• Air Caddy (air filter and oiler) included with air drive
systems

• Custom setups and drives available for your application

Features:

Options:
• Full line of tool bits

•Right angle and reversible drives

• Single Point machining attachment

•Axial Feed machining attachment

•Counterbore/Facing attachment

•Hydraulic Power Unit

Model DiameterRange

843WD 31.0 - 43.9 inches | 787 - 1115mm

848WD 36.0 - 48.9 inches | 914 - 1242mm

860WD 48/0 - 60.9 inches | 1219 - 1547mm



SD Clamshell Lathes

• Sever or simultaneous Sever / Bevel 70 to 110 inch diameter pipe

• Cold cutting in hazardous environments

• Exceptionally rigid, split-frame for precise on-site machining

• O.D. Following Tool Block allows a +/- 1 inch out of round workpiece

Tool holder accepts standard 1 inch square tool bits

• Powerful dual hydraulic drive suitable for cutting toughest steel and steel

alloys Customer setups and drives available

SD series Clamshells:- 3 sizes:- Type 880SD, 890SD, 8110SD

Model DiameterRange

880SD 60.0 - 83.9 inches | 1524 - 2131mm

890SD 70.0 - 90.0 inches | 1778 - 2286mm

8110SD 90.0 - 110.0 inches | 2286 - 2794mm
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Silk Flange Facing Machines

FOR SALE or RENT



• Portable Flange Facing Machines by Mactech
Europe have a range of both internally
and externally mounted flange facing
machines that will cover most applications.

• All the portable flange facing machines are
capable of maintaining high degrees of
accuracy, with a variable feed rate to achieve
the desired surface finish for all gasket types.

• These flanging tools can be pneumatically or
hydraulically driven and are highly portable
and designed to work in the most demanding
of conditions.

• The complete range of Flange Facing
Machines are available to Buy or Rent

FlangeFacingMachines
All the portable flange facing machines are
capable of maintaining high degrees of
accuracy, with a variable feed rate to achieve
the desired surface finish for all gasket types.

These flanging tools can be pneumatically or
hydraulically driven and are highly portable
and designed to work in the most demanding
of conditions.

Why Choose Mactech FlangeFacingMachines?



Silk AXL 012
The Silk AXL0122 Flange Facing Machine
is constructed, as is the rest of the range,
from the highest quality materials.

It is designed to give machine shop
accuracy combined with ease of handling
and portability in the flange range of
0-305mm (0” to 12”).

The machine consists of three main
assemblies:

• Base Ring Assembly
• Four separate adjustable clamp blocks

are provided which may be positioned
on the base ring to suit the size of
flange being machined.

• Drive and Bearing

The machine is driven by a 0.66kw
(0.85hp) pneumatic motor, which is
mounted directly to the drive bearing
assembly and is quickly detachable.

Benefits of Renting or Buying the
Silk ALX012 Flange Facing
Machine

• Compact, lightweight great for onsite machining

• Externally mounted which means that its easily mounted

• Operates in any position

• Cuts “O” ring grooves, vertical grooves, “V” grooves,
lens ring seats, hub profiles and weld preparations

• Achieves finishes from 1.6µm Ra to 6.3 µm (63CLA to
250CLA)

• ‘Gramophone’ finish when turning and 0.8µm Ra to
1.6µm (32CLA to 63CLA) when polishing

• Pneumatic drive permits use in hazardous areas

• Fitted transportable case

The Silk AXL0122 is a lightweight, portable, flange facing, grooving and

weld preparation machine designed to machine full faced, raised face

and grooved flanges from 0mm-305mm (0”-12”)

FOR SALE or RENT



Silk FXB 630The Silk FXB 6-30 Flange Facing Machine is a lightweight, portable, flange

facing, grooving and weld-prep machine designed to machine full faced,

raised face and grooved flanges in the 153mm- 762mm (6” to 30”) diameter

range.

Typical Applications

• Lens Ring Seat Cutting & Polishing
• 'V' Grove Cutting
• Tube Sheet Machining

Benefits of the FXB 630
• I/D Mounted

• Precise and robust

• Compact and portable

• Operates in any orientation

• Cuts “O” Ring grooves, RTJ and other V grooves, standard and compact flange facings,
weld preparations, etc.

• Achieves surface finishes from 6.3mm Ra to 1.6mm Ra (250min Ra to 63min Ra) when
turning and from 1.6mm Ra to 0.8mm Ra (63min Ra to 32min) when polishing

• Pneumatic drive permits use in hazardous areas. Optional hydraulic drive is available on
request

• Provided in own transportable case

FOR SALE or RENT



Silk AXL 1445
The SILK AX1445 Flange Facer is light weight and due to its internal exhaust
air ducting system, surprisingly quiet. Internally mounted, this machine has a
working range of 356mm (14”) to 1143mm (45”) and also features four
continuous feed rates.

The mounting bases come in two sizes, and have micro-adjustable pads to
help quickly align the base during set-up. A single 3kW (4 hp) pneumatic motor
drives the turntable, adjustable arm and tool post arrangement. Optional extras
include tube sheet mounting and back facing kits as well as grinding and
polishing attachments

Features
• Precise and robust
• Compact and portable
• Internally mounted
• Operates in any orientation
• Cuts “O” Ring grooves, RTJ and other V grooves, standard and compact flange facings,
• weld reparations, etc.
• Achieves surface finishes from 6.3mm Ra to 1.6mm Ra (250min Ra to 63min Ra) when
• turning and from 1.6mm Ra to 0.8mm Ra (63min Ra to 32min) when polishing
• Pneumatic drive permits use in hazardous areas
• Provided in own transportable case FOR SALE or RENT



Silk AX 024 The SILK AX024 Rotary Machining Center is a larger version of the SX012 and has a maximum
clamping capacity of 584mm (23”). It has an eight independent jaw clamping arrangement, and is
driven by two 1.7kW (2.3hp) high torque pneumatic motors. The two continuous, automatic feeds
offer a fine and a coarse surface finish.

Like its smaller brothers, these precision tools have a host of interchangeable “Bolt-On” extras
covering almost any machining operation offered in a conventional machine shop.

This flexibility provides a highly cost effective solution to field machining applications, saving
both time and money.

Features
• Precise and robust
• Compact and portable
• Internally mounted
• Operates in any orientation
• Cuts “O” Ring grooves, RTJ and other V grooves, standard and compact flange facings,
• weld reparations, etc.
• Achieves surface finishes from 6.3mm Ra to 1.6mm Ra (250min Ra to 63min Ra) when
• turning and from 1.6mm Ra to 0.8mm Ra (63min Ra to 32min) when polishing
• Pneumatic drive permits use in hazardous areas
• Provided in own transportable case

FOR SALE or RENT



Silk AX 2872 Flange Facing MachineThe Silk AX2872 Flange Facing Machine is a lightweight, portable, flange

facing, grooving and weld preparation machine designed to machine full

faced, raised face and grooved flanges from 711mm-1829mm (28”-72”)

Typical Silk AX2872 Flange Facing Machine Applications

• Tube Sheet Machining
• Recessed Gasket Grooves
• Hub Profiles

Features
• Compact, lightweight
• Bore mounted
• Operates in any position
• Cuts “O” ring grooves, vertical grooves, “V” grooves, lens ring seats and weld preparations
• Achieves finishes from 1.6µm Ra to 6.3 µm (63CLA to 250CLA)
• ‘Gramophone’ finish when turning and 0.8µm Ra to 1.6µm (32CLA to 63CLA) when polishing
• Pneumatic drive permits use in hazardous areas
• Fitted transportable case

The Silk AX2872 Flange Facing Machine is constructed, as is the rest of the range, from the highest
quality materials. It is designed to give machine shop accuracy, combined with ease of handling and
portability, in the flange range of 711mm (28”) to 1829mm (72”). Spur gears engage directly on the drive
ring, keeping power requirements and losses to a minimum and allowing maximum torque at the cutting
tool.

FOR SALE or RENT



Silk AX 321 I.D. Portable Flange Facing Machine
The Silk AX321 I/D Mounted Flange Facing Machine at 26.5kg (58lbs.)
is the lightest flange facing machine in the Silk range. It is bore mounted
and covers a range of flanges from 75 mm (3”) internal diameter to 533
mm (21”) external diameter.

At 26.5kg (58lbs.), the AX321 is the lightest flange facing machine in the Silk
range. It is bore mounted and covers a range of flanges from75mm (3”)
internal diameter to 533mm (21”) external diameter.

Depending on the flange bore size, rapid and effective internal mounting is
achieved via a unique system of collets, or by a spigot base for the larger
diameters.

The cutting tool feed assembly consists of four rails and a crosshead with a
swiveling tool post that are supported by precision linear bearings, providing
both rigidity and extreme accuracy.

The feed gearbox provides two cutting tool feed rates and is supplied with an
additional lead screw to provide a total of four feeds.

The machine is driven by a 630W (0.85hp) pneumatic motor mounted either
vertically or horizontally, if space is restricted.

Silk AX321 Features
• Precise and robust
• Compact and portable
• Internally mounted
• Operates in any orientation
• Cuts “O” Ring grooves, RTJ and other V grooves, standard and

compact flange facings, weld preparations, etc.
• Achieves surface finishes from 1.6μm Ra to 6.3μm Ra (63 CLA to 250

CLA) when turning and from 0.8μm Ra to 1.6μm Ra (32 CLA to 63
CLA) when polishing

• Pneumatic drive permits use in hazardous areas. Optional hydraulic
drive is available on request

• Provided in own transportable caseFOR SALE or RENT



Silk AX48120 Flange Facer This SILK AX48120 is currently the largest internally mounted machine in our range. It can mount inside flanges having 1219mm
(48”) bores and can machine out to over 3048mm (120”) in diameter.

The machine may also be surface mounted, where it is commonly used for crane pedestal and tube sheet refurbishment work.
Like all Silk machines, it is of modular design and operates easily in any orientation.

The standard bore mounting base has eight ram type jaw assemblies, four of which have unique leveling device attachments
used to assist with the setting-up operations. Power is provided by two 3kW (4 hp) pneumatic motors which produce high torque
and maximum cutting power.

The same continuous feed gearbox utilized on the AX2872, AX1445 and FXB630 machines minimizes the need for spare parts.
Optional extras include a hydraulic drive conversion kit, tube sheet mounting and machining kits, grinding and milling kits and an
outside diameter mounting kit.

FEATURES

• Precise and robust
• Compact and portable
• Internally mounted
• Operates in any orientation
• Cuts “O” Ring grooves, RTJ and other V grooves, standard and compact flange facings, weld

preparations, etc.
• Achieves surface finishes from 6.3mm Ra to 1.6mm Ra (250min Ra to 63min Ra) when turning

and from 1.6mm Ra to 0.8mm Ra (63min Ra to 32min) when polishing
• Pneumatic drive permits use in hazardous areas. Optional hydraulic drive is available on request.
• Provided in own transportable case

Optional Accessories

• Tube Sheet Mounting Kit
• Tube Sheet Back Facing Kit
• O.D. Mounting Kit
• Orbital Mounting Kit
• Hydraulic Conversion Kit

FOR SALE or RENT
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Pipe End Preparation



WhyChooseMactech?
• Mactechmakes a total and commitment to safeworking

practices, both in equipment design and services
performed

• Focus on providing the best end prep tools available

• Emphasis on reliability and consistency, giving operators
confidence and confirmation in cuts

• Tools, procedures and problem-solving techniques
incorporate hands-on technician input and experience

• Best practices approach under continual scrutiny and
revision

• OEM in-house product development breeds innovation

• Providing solutions for complicated technical problems

• Broad and deep range of pipe preparationmachines

• Made in theUSA

PipeEndPrepTools
Mactech europe’s pipe end preparation
machines can be used in a wide variety of
applications across a number of different
industries.

With 12 choices of machine that can prep pipes
from 1/2 to 36 inch diameters all your
requirements are covered.

The complete range of machines are available
to BUY or RENT

For additional information see the follow pages
or visit our website to download the PDF's



EndPrepTools
End Prep Tools can be used in a wide variety of applications
across a number of different industries. Our end prep tools
and cutting saws are perfect for the following applications

PORTABLEBEVELINGTOOLSFORON-SITEMACHININGOFPIPE

• EndPrepHighAlloyPipe IncludingSuperDuplex
• PrecisionWeld Joint Preparation
• JBevel, FaceandBore forAutomaticWelding
• CompoundBevel ofHeavyWall Pipe
• Out ofRoundPipe InsideDiameter Tracking
• PipeWeldPreparation up to 36”OutsideDiameter
• PipeCutting to 60”O.D.
• Concrete LinedPipeCutting
• EndPreppingConcrete LinedPipe
• Bobtail Trucks

PORTABLEBOILERTUBEENDPREPPINGAND
CUTTINGSAWSFORPRECISIONON-SITE
MACHININGOFTUBEANDPIPE

• BevelingPipeEnds,371/2°
• 30°Bevel
• FlatFacing
• InsideDiameterBoring forMatchingTubeWallThickness
• Bevel,FaceandBoreSimultaneously
• HighChromeTubes
• BoilerTubeMembraneRemoval
• WeldOverlayRemoval fromTubeO.D.
• PeelBackofCladBoilerTubes
• StepBevel forCompositeTubes
• JPrep forOrbitalWelding
• TangentTubeEndPrep
• FlatFacing
• TubeSealWeldRemoval
• TubeStubRemoval
• TubeSheetWeldRemoval
• FinFanTubeFacing
• TubeStubBoring
• RifledTube I.D.Bore
• HeaderTube I.D.Bore
• HighSpeedHandHeldBevel
• HighSpeedTrackMountedBevel
• BoilerTubePanelCuttingTrackMountedSaws
• BoilerTubeMembraneRemoval
• BoilerTubeExpanders
• RollingMotors forTubeExpanders
• WarpedWaterwall FlexTrack forCurvedSurfaces
• MembraneSlottingBetweenBoilerTubes
• PendentTubeCuttingwithTrackMountedSaw
• StorageTankDismantlingPrecisionCutting
• BoilerTubeExpanders
• RollingMotors forTubeExpanders
• OrificeUnions forPrecisionFlowControl
• Andmanymore…

• SturdyGearDrives
• Rigid I.D. Clamping
• Esco LockBladingSystem
• Superior Bevel BladeDesign
• Rent or Purchase



GroundMillhog

The Ground MILLHOG® is ideal for tube beveling during boiler outages and can end prep all
boiler tube materials. The critical width dimension is only 1.500in wide for accessing single
tubes in a boiler tube waterwall and it can be equipped with a Membrane Removal Head for
removing membrane from boiler tubes from .875in o.d. to 1.250in o.d.

The available automatic air activated clamping system instantly clamps and releases the
beveling tool to and from the tube i.d. This reduces cycle time between end preps and can
increase tube beveling production by 300% or more.
The Ground Millhog can also be equipped with either a 950 watt electric motor 18 volt battery
powered 18 volt when air is not available or desired.

• Push-pull clamping and release system
• Self-centering torque-free operation
• Permanently attached clamps and wrenches
• Rigidly mounts to tube I.D., easy to release
• Sealed construction allows use in any orientation
• Produces a smooth, continuous chip
• Compact, low-maintenance end prep tool
• Performs any angle of bevel
• Steel housing with integral radial-thrust ball bearing
• Chatter-free cutter blade locking design
• Uses TiN coated cutter blades

GROUND

Right Angle l.D. Clamping Tube and Pipe Beveling Tool
0.5” l.D. to 2.25” O.D.
12.7 mm I.D. to 57.15 mm O.D.



MongooseMillhog The Mongoose is ideal for beveling all boiler tube alloys and is only 2.250in wide for
accessing single tubes in a boiler tube waterwall. It can also be equipped with a boiler tube
membrane removal head that removes membrane from between boiler tubes or a boiler tube
overlay removal head that removes membrane as well as overlay, cladding or any other type
of protection from the tube o.d

Unlike some beveling tools that require a hammer to release the clamps from the tube i.d.
the Mongoose incorporates our patented clamp release mechanism that pushes the clamps
down the tapered mandrel when releasing the tool from the tube i.d. This maintains clamp
assembly integrity and helps prevent the possibility of them detaching in the tube.
Permanently attached wrenches provide all operational needs and support maximize
efficiency.

Key Features

• Critical width 2.25in (57.2mm) for single tube “Dutchman” boiler tube repair.
• Bevels, faces and bores stainless steel and other highly alloyed tubing.
• Patented, self-centering, push-pull clamp and release mechanism has permanently attached wrenches.
• Only 2-1/4″ wide.
• Rugged with torque-free operation.
• Powerful pneumatic motor needs only 25 cfm air flow.
• Produces a thick chip without cutting oils.
• Easy-to-change mandrels.
• EscoLock blade locking system.

MOONGOOSE

Tube and Pipe Beveling Tool
0.625” l.D. to 3.0” O.D.
15.9 mm I.D. to 76.2 mm O.D.



TubeWeaselMillhog

The Tube Weasel beveling tool is ideal for end prepping all boiler tube
materials and is only 3in wide for accessing single tubes in a boiler tube
waterwall (Dutchman).

The rugged gear drive is the same one we use in the Wart MILLHOG® and
driven by a 2/3hp motor for efficient shop and field use.

KEY FEATURES

• Right angle tool rigidly mounts to tube ID.
• Sealed construction allow use in any orientation.
• Fits a “Dutchman” and handles hard alloys.
• Clamping system is self-centering and easy to use.
• EscoLock blade lock system securely holds cutting

blades.
• Chatter-free end preps produce thick continuous chip.
• Torque-free operation with TiN coated cutting bits.
• Requires only (25 cfm), 708 lt./min. air flow.
• Gear head design has performed millions of end preps.
• Field proven and simple to operate and maintain.

TUBE WEASEL

Right Angle l.D. Clamping Beveling Tool
0.750” l.D. to 3.0” O.D.
19.1 mm I.D. to 76.2 mm O.D.



C-HOGMillhog

KEY FEATURES

• Key Features
• Narrow body only 1.75” (44.45 mm) wide
• Large clamping surface rigidly holds tool for chatter-

free bevels
• Powerful pneumatic, electric and battery motor choices
• No I.D. mandrel makes this tool perfect for boring
• Robust ratchet wrenches are securely attached
• Changing clamps and other tooling is easy
• Low maintenance
• Compact, light weight and rugged

C-HOG

Secures to the tube O.D. and is easy to use

The C-HOG beveling tool securely attaches to the tube O.D. with a huge
clamp that minimizes chatter and vibration and is well suited for small
bore tubes because there is no I.D. clamp or mandrel to interfere. The
I.D. clearance gained also allows for large, tough I.D. boring blades that
increase Cutter Blade endurance.

Designed for maximum operator comfort, efficiency and ease of use, the
C-HOG’s attached feed wrench lets the operator comfortably feed the tool
as it bevels the tube with minimal fatigue. Constructed to deliver reliable
performance on the toughest applications, the C-HOG is a rugged tool
that is light in weight and compact. Highly engineered, it incorporates state of
the art materials and heat treated components.

Tube and Pipe Beveling Tool
0.50” l.D. to 3.0” O.D.
12.7 mm I.D. to 76.2 mm O.D.



WartMillhog
The Wart MILLHOG® I.D. Clamping beveling tool is ideal for end
prepping all boiler tube and pipe metal and is only 2.625in wide for use
in tight working environments, like beveling a single tube in a boiler tube
waterwall.

The Wart has a powerful 1.25hp motor and heavy duty gear reduction
system that delivers a perfect combination of speed and torque which
easily handle difficult to machine pipe and tube alloys and make the
Wart a favorite choice with boilermakers and pipefitters for preparing
pipe and tube ends for welding.

Like other MILLHOG® pipe and tube beveling tools the Wart can bevel,
face and bore simultaneously. It can also be equipped with a Membrane
Head for removing membrane from boiler tube, or a Membrane/Overlay
Head for removing membrane as well as weld overlay from boiler tube
O.D., all while beveling the tube end at the same time.

Other popular applications include seal weld removal, tube stub
removal, “J” prep for orbital welding, I.D. boring for tube rifle removal or
for smoothly transitioning pipe or tube I.D.’s with different wall
thicknesses to mention a few. WART

KEY FEATURES

• Only 2.625in wide.
• Powerful 1.25hp motor delivers the perfect

combination of speed and torque for beveling all
alloys of pipe and tube.

• Heavy duty clamping system is ideal for limited
access areas.

• Mounts rigidly to produce a clean, continuous chip.
• Requires no cutting lubricant.
• Simultaneously bevels, faces, and bores.
• Removes boiler tube membrane and or overlay

while beveling the tube end.
• Lightweight and requires no special training.
• Efficient chatter-free cutter blade locking design.
• Torque-free operation prevents operator fatigue.
• Low maintenance, compact, air-powered tool or

optional electric drive.

Right Angle l.D. Clamping Tube and Pipe Beveling Tool
0.750” l.D. to 4.5” O.D.
19.1 mm I.D. to 114.3 mm O.D.



MiniMillhog

MINI

The Mini MILLHOG® pipe beveling machine delivers a lot of punch in a small light
package that is easy to handle. The standard range is 1.800in I.D. to 6.625in O.D.
and can be increased with the optional 1.250in Mandrel. It is available with a rugged
1.25hp pneumatic motor or 1800 watt electric motor that connect to a large driven
gear to deliver low rpm and high torque which is ideal for a wide variety of
applications including end prepping heavy wall pipe and tube, even stainless steel.

The Tool Post can handle two Cutter Blades at a time and a second Tool Post can
be added for increased machining functions. Additionally, it for can be set up for
boiler tube membrane and overlay removal, boiler tube stub removal and tube
beveling.

KEY FEATURES

• Tool rigidly mounts to pipe or tube ID.
• Self-centering draw rod assembly.
• Single gear drive system for optimum performance.
• One mandrel covers a majority of the cutting range.
• Cutter blade locking design eliminates chatter.
• Cutter blades index easily for proper set up.
• Pneumatically powered with torque-free operation.
• Removes tube stub welds and prepares the header.
• Automatically squares off the end of pipe or tube.
• Produces clean, continuous chip without cutting oils.
• Lightweight and simple to operate without special training.

Bevels heavy wall pipe or tube, is fast,
chatter-free and easy to use...

i.D. Clamping Pipe and Tube Portable Beveling Tool
1.25” l.D. to 6.625” O.D.
31.8 mm I.D. to 168.3 mm O.D.



TubeFinRemovalMillhog

TUBE FIN
REMOVAL

The MILLHOG boiler tube Fin Removal Tool removes 4in (102mm) of spirally wound boiler tube fin from the tube O.D.in one
to two minutes. Its rack and pinion feed permits it to rapidly advance for aggressive fin removal and retract to remove the
detached fin from the work area. Available for both right and left hand spirally wound boiler tubes.

Key Features

• Quick, removes 4in (101mm) of fin from the tube O.D. in 1 – 2
minutes.

• Pneumatically powered with no reaction torque to the operator.
• Rigidly clamps to the tube I.D.
• High grade tool steel cutter can be re-sharpened.
• Heavy-duty rack and pinion feed mechanism assures a smooth

operation for greater fin removal control.
• Works in any position to separate the boiler tube fin from core tube

O.D.
• Available for right and left hand spirally wound boiler tubes.
• Saves a lot of time by eliminating chipping and grinding.

Right Angle I.D. Clamping Boiler Tube Fin Removal Tool
1.25” I.D. to 2.5” 63.5 mm O.D.
31.8 mm I.D. to 63.5 mm O.D.



PrepzillaMillhog

PREPZILLA

The PrepZilla’s MILLHOG powerful 2hp pneumatic or 1800 watt electric motor and tough gear reduction create a
perfect combination of speed and torque. Both the pneumatic and electric drives deliver plenty of power and can
perform any angle of end prep on all types of pipe and tube alloy including P-91 and Super Duplex. Eight sets of Clamp
Ribs and Pads achieve an I.D. clamping range of 1.575in I.D. to 8.625in O.D. The Tool Post can handle up to two Cutter
Blades at a time and a third Tool Post can be added for additional pipe beveling functions.

KEY FEATURES
• Only (8) sets of clamps to cover entire range.
• One mandrel covers entire range.
• Optional Toll Post holds third cutter blade and increases pipe beveling capabilities.
• Single point attachment allows preps on all wall thicknesses at any angle.
• Optional cross feed for flange facing, pipe grooving and severing.
• EscoLock blade locking system for maximum blade life.
• Dual opposed tapered roller bearings deliver rock solid performance.
• Heavy duty clamping system does not break.
• Directional exhaust.
• Low R.P.M. with tremendous torque.
• Produces thick chips on all highly alloyed tube and pipe, without cutting fluids.

Ruggedly built and bevels highly alloyed
pipe for fast fit-up and precision welds

II..D.Clamping Bevelin Tool
1.575” I.D. to 8.625” O.D.
40 mm I.D. to 219.1 mm O.D.



Commander Millhog
The Commander MILLHOG pipe beveling tool is an excellent choice for end prepping all types
of pipe alloy in the shop or on the jobsite. Oversize dual opposed tapered roller bearings
combined with its sturdy gear drive give it the stability to perform compound end preps with
formed tool bits on pipe wall thickness in excess of 1.500in. The optional Gear Box reduces the
rpm and increases the torque at the Cutter Blade and is ideal for Super Duplex and other
difficult alloys. One Mandrel covers the entire range of 3.750in I.D. to 14in O.D. and a
combination of only seven sets of Clamp Ribs and Clamp Pads are needed.

KEY FEATURES

• One mandrel and 7 sets of clamps cover entire range.
• Wide clamp ribs spread the contact force for superior clamping.
• 3hp pneumatic straight drive motor (Hydraulic motor drive with speed control

available, consult factory)
• Available off-set gear box reduces the rpm and multiplies the torque.
• Motor drive options are easily changed and are interchangeable with the “Dictator”.
• Ultra rugged gears and dual opposed tapered bearing set-up deliver, produces a

low maintenance tool designed for years of trouble free service.
• Fully Portable for on-site use.
• Available for sale or rent.

COMMANDERI.D. Clamping Pipe Beveling Tool
3.75” I.D. to 14” O.D.
95.25 mm I.D. to 355.6 mm O.D.



DictatorXLMillhog

The Mactech (Europe) Dictator XL has been introduced to extend the range of
pipe sizes covered by the standard Dictator End Prep Machine. The Dictator
XL is now available as a new machine or as a conversion of an existing one
and enables the machining of up to 24” (609.6mm) pipe as opposed to the
20” (508mm) of the standard machine.

KEY FEATURES

• Larger diameter faceplate fitted to reach the larger pipe sizes

• Mandrel End Cap which is fitted with internal keys

• Two additional Actuators to cover the size range standard Dictator Draw

Rod are used with these actuators

• Dictator Clamp Pads and Ribs are utilised for the Dictator XL

• Mactech Reduction Gearbox is fitted between the motor and machine

• Mandrel End Cap can be removed, machine can be used on smaller pipe

DICTATOR XL EXTENDS MACHINING UP TO 24" (609.6MM)
BUILT FOR DURABLE PERFORMANCE AND HIGH ACCURACY



DictatorMillhog

DICTATOR

The Dictator MILLHOG bevels pipe at any angle on wall thickness in excess of 1.75in using formed Cutter Blades.
Like all Millhogs the Dictator runs smooth and is made to last. The Gear Head housing is made of aircraft quality
aluminum and contains a huge driven gear that is supported by two oversized tapered roller bearings.The standard
drive is a 3hp pneumatic motor that offers plenty of power for the most demanding applications, like compound angle
end preps.

KEY FEATURES
• One mandrel and 8 sets of clamps needed to cover entire range.
• Three powerful drive motors:
• 3 hp pneumatic straight drive motor
• 1800 watt electic motor
• Hydraulic motor drive with speed control
• Available off-set gear box reduces the rpm and multiplies the torque.
• Motor drive options are easily changed and are interchangeable with the

“Commander”.
• Self-centering draw rod actuated clamping system.
• Wide Clamps produce superior clamping force for chatter free end preps.
• Uses standard MILLHOG cutter blades.
• All gear drives are interchangeable with “Commander”.
• Fully portable for on-site and shop work.
• Available for sale or rent

For Super Duplex and similar hard to
machine alloys, we offer a torque
multiplying Gear Box which decreases
the rpm and increases the torque at the
Cutter Blade. The Gear Box is easily
attached and can also be used with the
available hydraulic motor that offers even
greater control of speed and torque.

One Mandrel and a combination of only eight sets of Clamp Ribs and Clamp Pads are needed to cover the entire
range of 4.5in I.D. to 18in O.D. Two Tool Posts each hold one Cutter Blade and additional Tool Posts can be added
for increased machining function.

Bevels heavy wall pipe, is easy to use offering
affordable alternative to specialised machines

PNEUMATIC & HYDRAULIC

I.D. Clamping Pipe Beveling Tool
4.5” I.D. to 18” O.D.
114.3 mm I.D. to 457.2 mm O.D.



TerminatorMillhog

TERMINATOR

KEY FEATURES

The “Terminator” MILLHOG® is a powerful, easy to use ID
clamping beveling machine capable of performing precision end
preps on pipe of all alloys including Super Duplex and has a
working range of 8-5/8” ID to 36” OD pipe.

A powerful 5 h.p. pneumatic motor or available hydraulic motor
provide smooth quite operation and are easily interchanged.
The Terminator rigidly mounts to the pipe ID and uses formed
tool bits for wall thicknesses in excess of 2.5in.

The available ID Tracker creates precision symmetrical end
preps on out of round pipe at any angle including ”J”.

ESCO Millhog pipe beveling tools have been around for over 50
years and have a reputation for being rugged, reliable and easy
to use. Our experienced personnel are committed to help you
get the tool you need to get the job done efficiently.

• Rigidly clamps to pipe ID up to 36″
• All angels of end prep attainable
• Formed tool bits for m.w.t. in excess of 2.5″
• Pneumatic or Hydraulic Driven
• ID tracker produces symmetrical end preps
• Performs any angle of prep
• Only eight sets of clamps and two wedges required to cover entire range
• Simple to operate, quick set-up
• Preps all pipe alloys
• Patent pending safety chain lanyard and a dual spring hangers makes tool

alignment easy and safe.

PNEUMATIC
&

HYDRAULIC

I.D. Clamping Pipe Beveling Tool
4.5” I.D. to 18” O.D.
114.3 mm I.D. to 457.2 mm O.D.



TerminatorMillhog

MactechEurope-HeadOffice
MactechHouse
RiverdaneRoad
EatonBankTradingEstate
Congleton
Cheshire
CW121PN

+ 44 (0) 1260 281431

MactechEurope-AberdeenOffice
MactechHouse
HoweMossDrive
Kirkhill Ind.Estate
Dyce
Aberdeen
AB210GL

+ 44 (0) 1224 722666

MactechEuropeBV-Ho l land
Moerbei 16
3371NZ
Hardinxveld-Giessendam
Netherlands

+ 31 (0) 184 633 953

www.mactecheurope.co.uk
www.mactechhire.com
info@mactecheurope.co.uk

https://mactecheurope.co.uk/diamond-wire-saw-cutters-mactech-europe/
https://mactecheurope.co.uk/mactech-hire/



